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GENERAL NOTES:

A. ALL LIGHTS FIXTURES SHALL BE 120 VOLT, UNLESS OTHERWISE NOTED.

B. SHADED FIXTURE SHALL BE EMERGENCY LIGHT FIXTURE WITH BATTERY BACKUP.
BATTERY CONNECTED TO LOCAL UNSWITCHED LIGHTING CIRCUIT.
CONNECT FIXTURE FOR CONTINUOUS OPERATION AS NIGHT LIGHT, UON.

EM' DESIGNATES FIXTURE TO BE SWITCHED WHERE INDICATED ON PLANS.

C. ALL EXIT SIGNS AND NIGHT LIGHTS SHALL BE WIRED FOR CONTINUOUS
OPERATION.

D. MULTI-GANG BACKBOXES FOR DIFFERENT VOLTAGES AND TYPES OF
EMERGENCY AND NORMAL BRANCH WIRING DEVICES SHALL HAVE
DIVIDERS BETWEEN DEVICES.

E. (1) EACH BRANCH CIRCUIT HOMERUN SHALL HAVE NO MORE THAN THREE
CIRCUITS. EACH BRANCH CIRCUIT HOMERUN SHALL HAVE A SEPARATE GREEN

NSULATED EQUIPMENT GROUNDING CONDUCTOR.

F. FURNISH AND INSTALL 1000W RATED DIMMER SWITCH FOR CONTROL OF LIGHT
FIXTURES AS INDICATED. DERATING IS REQUIRED IF MULTI-GANGED AND
CONTROL FINS/SIDE SECTIONS ARE REMOVED. COORDINATE WITH DIMMER SWITCH
MANUFACTURER’S INSTALLATION REQUIREMENTS.

G. COORDINATE ALL UNDER CABINET LIGHTING WITH MILLWORK BEING INSTALLED
AND ARCHITECTURAL ELEVATIONS. CONTRACTOR SHALL CONCEAL ALL CONDUIT.

H. ALL FINAL LOCATIONS AND ARRANGEMENTS OF CEILING LIGHTING FIXTURES SHALL
BE COORDINATED WITH OTHER TRADES.

l. FURNISH AND INSTALL (1)3/4"C WITH PLASTIC BUSHING AND PULL STRING FROM
EACH LOW VOLTAGE LIGHTING CONTROL SWITCH TO ACCESSIBLE SPACE ABOVE
CEILING FOR LOW VOLTAGE RELAY WIRING.
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